
Rollershield Drainage CIFS™ – Continuously Insulated 
Section 07 24 19 

 

These drawings relay the conceptual conditions of Master Wall® Systems and are not the construction drawings.  
Ultimately the design and detailing of an entire wall system is the responsibility of a professional.  These details will 
guide the design professional in the use of Master Wall® Products.  Master Wall disclaims design, warranty or 

construction intent or responsibility. Bold = Master Wall® Product.                                         2018 Master Wall Inc. ®                      

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

Model Link: https://3dwarehouse.sketchup.com/model/5695baff-edee-4a77-b2d8-2ff32aec0429/Rollershield-Drainage-
CIFS%E2%84%A2-Sloped-Roof-Termination 

RDCIFS-40 SLOPED ROOF TERMINATION 
 

Rollershield 

Drainage CIFS™ 

Step Flashing, minimum 
4" (102 mm) high by 4" 
(102 mm) wide by 7" (178 
mm) long 

Turn water barrier 
up wall 4" (102 

mm) min. 

Flash onto 

counter flashing 

with Rollershield 

Flashing Tape 

L-shaped 
counter flashing 
shown set 1-2" 
(25-51 mm) 
above roofline 

Keep system 1-2" (25-51 
mm) above roofline per 
accepted practices 


